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8 HEX.J 11.00 [.433]
[.315]
8.40 [.331] 20.30 [.799]
30.30 [1.193] REF.
1. IMPEDANCE: 50 OHM
2. FREQUENCY RANGE: DC-4 GHz
3. VSWR(RETURN LOSS): 1.3 MAX.
4, RATED VOLTAGE: 500 VRMS MAX.
5. DIELECTRIC WITHSTANDING VOLTAGE: 1000 VRMS MIN.
6. INSULATION RESISTANCE: 5000 MQ MIN.
7. DURABILITY: 500 CYCLES MIN.
8. TEMPERATURE RANGE: —65°C TO +165°C
7 INSULATOR PTFE NATURAL 1 wusss anewse seeoren | PN M.ZHANG | 01/04/13 m p e n o o n n ex
6 CONTACT PIN PHOSPHOR BRONZE GOLD 1 05 — 8mm + 0.20mm | cHEckeD P ————
5 HOUSING BRASS NICKEL 1 8 — 30mm + 0.40mm
30 — 120mm * 0.50mm \SSUED
4 GASKET SILICONE RUBBER RED 1 UNLESS CTHERWISE SPEOFED SMA MALE TO BNC FEMALE ADAPTOR
3 RETAINER RING SUS 304 NATURAL 1 TOLERANCES FOR INCHES ARE: SHEET 1 OF 1
2 BODY BRASS NICKEL 1 020 — 315 = i 0.007" P—
1 SHELL BRASS NICKEL 1| e i T e, 242102
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